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A. /System/DCUs/DCU_2 cpu- summary
B. /System/Processor type
C. /Servers/PDomains/PDoma1n_2/System/Processors summary- description
D. /Servers/DCU_2/Processors model

Answer: A, C

QUESTION: 69
You have completed an OS installation in a PDom and, after subsequent reboots,
you observe an error message regarding the pseudo- cdrom. Which command do you
use to clear it?

A.
B.
C.
D.

clear faults
reset /HOSTx
boot -r
power off

Answer: C

QUESTION: 70
You have performed the initial installation of Solaris 11 on your SPARC M5-32
system. You notice thatsome packages, like SunVTS, are not currently installed.
What is the reason?

A. There was an error in the Oracle Solaris 11 installation process. You must re
install.
B. SunVTS needs to be downloaded separately from http://downloads.oracle.com.
C. After the system has been installed and rebooted, SunVTS and other packages can
be added as described in the Solaris 11 EIS checklist.
D. SunVTS is no longer supported on Oracle Solaris 11.

Answer: B

QUESTION: 71
A customer provides you with their NTP server information. In which two places do
you need to configure it?
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A. SP
B. SPP
C. OBP
D. Solaris

Answer: B, D

QUESTION: 72
Which three statements are true about the SPARC M5-32 server power grid
connection?

A. The server is designed to be powered by two utility power grids.
B. You must connect three power cords (ACO, AC1, and AC2) to one power grid,
and connect the remaining three power cords to a second power grid (AC3, AC4,
and AC5).
C. Only 3x power cords need to be connected when operating the server at half load.
D. All six power cords must be connected, even if you are using only a single power
grid.
E. With dual-power feed set up, the first set of three power cords connected to the
server are usedto supply power, and the second set of three power cords are in
standby mode.

Answer: A, B, D

QUESTION: 73
Given a SPARC M5-32 server in which each CMU has 2x M5 processors, each
processor has 2x memory controllers, and each memory controller can have 2x BoB,
how many memory modules/ sections can there be in each CMU?

A.
B.
C.
D.

l
2
4
8

Answer: C

QUESTION: 74
A customer reports that they have noticed an alert light on the CMU# 10. Which
CPUs may be affected by issues within this CPU memory unit?
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A.
B.
C.
D.

CPU#10, CPU# 11, CPU#12, CPU#13
CPU#22, CPU#23
CPU#20, CPU#21,
CPU#20, CPU=21

Answer: B
Reference:
https://docs.oracle.com/cd/E24355_01/html/E41214/bbgebhfe.html

QUESTION: 75
Which three virtualization options or technologies are included in the SPARC M5
32 server?

A. Hyper-V hypersior
B. Physical domain (PDomain or PDom)
C. LDom (that is, Oracle VM for SPARC)
D. Oracle Solaris Zones (for OS virtualization)
E. Oracle VMware

Answer: A, B, D

QUESTION: 76
Which three options are memory population rules of the SPARC M5-32 server when
mixing DIMMs?

A. Populate each CMU with DIMMs of the same size or rank.
B. Mix different DIMM sizes on different CMU boards in the same DCU.
C. DIMMs in the same position (0, 1, 2, or 3) within a CMU must be homogeneous
(that is, the sametype, same dram capacity, and same rank).
D. Mixing of different DIMM sizes is allowed, as long as homogeneous types are
populated per CPUsocket.
E. When mixing DIMMs, large-sized DIMMs need to be put in position 0, 1, 2, or
3.

Answer: B, C, E
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QUESTION: 77
Before running a snapshot you want to check the snapshot settings. Which command
would you run?

A.
B.
C.
D.

show /snapshot
show /SP/snapshot
show /SYS/diag/snapshot
show /SP/diag/snapshot

Answer: A

QUESTION: 78
Use of the Enterprise Installation Standards (EIS) methodology provides a way to
____________

A. Create a framework for tracking improperly installed systems
B. Produce consistent, high-quality installations
C. Produce systems optimized for Oracle software departments
D. Create a framework for tracking properly installed systems

Answer: C

QUESTION: 79
You are unable to add an Oracle ILOM user account. Which option represents a
possible reason for this?

A. You need to add SSH keys to the system before creating additional user
accounts.
B. You do not have the user management role enabled.
C. You do not have the host control role enabled.
D. You have exceeded the maximum number of 30 user accounts.

Answer: B
Reference:
https://docs.oracle.com/cd/E24355_01/html/E41214/bbgebhfe.html
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