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A. SYN checking is enabled in the tunnel.
B. The weight value for the DataCenter2 is too high.
C. VPN monitor is misconfigured in the DataCenter2.
D. Phase 1 and Phase 2 negotiations to DataCenter2 did not occur on time.
Answer: A
Question: 140
You suspect you are having encryption problems with an IKE VPN. Which two commands would
help you determine if it is an encryption issue? (Choose two.)
A. get counter screen <zone>
B. get counter flow interface <name>
C. get counter policy <policy number>
D. get counter statistics interface <name>
Answer: B, D
Question: 141
Click the Exhibit button.
In the exhibit, you want to enable route summarization for external routes and advertise only the
summary route.
Which command will accomplish this?
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A. set interface e0/2 protocol ospf summary-import 10.50.1.0/20
B. set vrouter trust-vr protocol ospf summary-range 10.50.1.0/20
C. set vrouter trust-vr protocol ospf summary-import ip 10.50.1.0/20
D. set vrouter trust-vr protocol ospf summary-import 10.50.1.0/20 no-advertise
Answer: C
Question: 142
If you configure 5 Mbps of guaranteed bandwidth for a policy, and you have 10 sessions created
for that policy, how much bandwidth is reserved for each session?
A. 5 Mbps
B. .5 Mbps
C. 50 Mbps
D. 10 Mbps
Answer: A
Question: 143
Click the Exhibit button.
Using the ScreenOS CLI output in the exhibit, which statement can be confirmed?
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A. There have been 3,583 unique hosts that have exceeded the source IP address session limit.
B. There have been 3,583 packets from hosts that have exceeded the source IP address session
limit.
C. There have been 3,583 session limits configured for source IP addresses on this ScreenOS
device.
D. There have been 3,583 violations of the source IP address license limitations on this
ScreenOS device.
Answer: B
Question: 144
Click the Exhibit button.

Review the exhibit. Track-ip has failed on the device, but the device did not fail over to the second
unit in the cluster:
Why has failover not occurred?
A. The physical interfaces have not failed.
B. The track-ip interval is not sufficient to cause failover.
C. The track-ip address weight is not sufficient to cause failover.
D. The track-ip address threshold is not sufficient to cause failover.
Answer: C
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Question: 145
You have configured NSRP Active/Active with vsd-group 0 as master on device A and vsd-group
1 as master on device B. Both the devices are active and are masters for their respective VSDs.
What will happen to the traffic for vsd-group 1 if received on device A?
A. The traffic will be dropped on device A.
B. The traffic will be handled locally on device A.
C. The traffic will be forwarded to device B over the HA link.
D. Device A will inform the sender to re-direct traffic to device B.
Answer: C
Question: 146
Which command will show address translation for sessions that have ended?
A. snoop
B. get session
C. get log traffic
D. get dbuf stream
Answer: C
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