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Answer: C
QUESTION: 349
What is the air change requirement for a tunnel of 610 m (2000 ft) long with a diameter of 3.4
m (11 ft)?
A. One complete air change per hour
B. Two complete air changes per hour
C. Three complete air changes per hour
D. Four complete air changes per hour
E. Five complete air changes per hour
Answer: C
QUESTION: 350
Exhibit:
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A pay telephone using coins needs to be installed in a public area. In the specifications, it is
required that the telephone shall meet the ADA (American with Disabilities Act) requirement
for front reach using a wheelchair. What will be the maximum reachable height or the value of
"X"?
A. 760 mm (30 in)
B. 864 mm (34 in)
C. 1170 mm (46 in)
D. 1220 mm (48 in)
E. 1370 mm (54 in)
Answer: D
QUESTION: 351
One interior TTY must be provided at locations defined as public accommodations with
__________ or more pay telephones.
A. One
B. Two
C. Four
D. Six
E. Eight
Answer: C
QUESTION: 352
Exhibit:
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In this future marina layout, assuming that there are fewer than 10 slips being cabled, what
would be the pre-cabling guideline to follow for terminal A?
A. Installed one or two pair cables from the boat slips to a distribution terminal on the closest
point of land.
B. Place distribution cable onto the dock and terminate in a suitable cabinet or enclosure. Install
service drop to each boat slip.
C. Pre-cable each boat slip during construction.
D. For security, each install should be terminated in the patch panel/cross-connect at the
dockmaster or marina office.
Answer: A

Section 24: Sec Twenty Four (353 to 358)
Details:Topic 24, Residential Cabling
QUESTION: 353
You are designing a system requiring the transmission of data. Your system must perform
higher than _________ kHz in order to do so.
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A. 4
B. 8
C. 10
D. 16
E. 32
Answer: C
QUESTION: 354
You are designing distribution for a seven unit townhouse with in slab conduits. What is the
MINIMUM number of 27 mm (1 in) rigid PVC Type 2 or metallic conduit that is required to
satisfy distribution to each unit?
A. Three
B. Four
C. Five
D. Seven
E. Fourteen
Answer: D
QUESTION: 355
To accommodate telephone, data, CATV, security and multimedia, a MINIMUM of ________
strands of optical fiber auxiliary disconnect outlet (ADO) cable should be provided.
A. Two
B. Four
C. Five
D. Six
E. Eight
Answer: B
QUESTION: 356
You have just finished a design calling for 15 telecommunications outlets. You received word
that the owner has increased his requirements by 40%. What size commercial DD (distribution
device) is required to accommodate the increase?
A. 660 mm (26 in)
B. 1015 mm (40 in)
C. 1346 mm (53 in)
D. 1676 mm (66 in)
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Answer: C
QUESTION: 357
Which service is NOT typical of Grade 1?
A. Telephone
B. Multimedia
C. Data
D. Television
Answer: B
QUESTION: 358
You are designing a multi-story dwelling and need to place the CTR's. Every floor is not
available. What is the alternate spacing for the CTRs?
A. Every 2 floors
B. Every 3 floors
C. Every 4 floors
D. Every 5 floors
E. 1st floor and midway up through the height of the building
Answer: B
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